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Lighting Integration for  
MetalWorksTM Ceilings



 

All of the Details Made Perfect
Engineered for the Ideal Fit

+

BeveLED® + 
MetalWorks™ 

Ceiling Systems 
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MetalWorks™ Torsion Spring
(shown with Whitelume and Gun Metal finish)

MetalWorks™ Torsion Spring Shapes
(shown with Whitelume finish)

MetalWorks™ Clip-on
(shown with Gun Metal finish)

The collaboration between USAI Lighting and  

Armstrong® Ceiling Solutions continues with options 

for MetalWorksTM Ceiling Systems. Together, we 

reinforce our commitment to make lighting and 

ceiling integration easy and perfect. USAI’s iconic 

BeveLED Mini® and BeveLED® 2.2 trimless 

square fixtures are engineered to fit perfectly into 

MetalWorks™ precut ceiling tiles.   

  Perfectly Precut  
  Metal Tiles

  Perfectly Centered Light

  Perfectly Aligned  
       Installation

  Easy Mounting 

  Quick Installation

  No Cutting

  No Mess

  No Mistakes, No Waste

  Seismically rated for D, E,  
       and F areas

  Armstrong® Ceiling  
      Solutions’ Precut    
      MetalWorks™ Panels  
      Exclusively Designed to Fit  
      USAI’s BeveLED Mini®  
      and BeveLED 2.2 Fixtures.

BeveLED Mini®

3” Square

BeveLED Mini®

3” Square
BeveLED Mini®

3” Square

BeveLED® 2.2
4.5” Square

BeveLED® 2.2
4.5” Square

BeveLED® 2.2
4.5” Square

Shown with BeveLED Mini FT Housing

Perfectly  
Centered 
Time to get creative. BeveLED Mini 

and BeveLED 2.2 square fixtures  

with MetalWorks™ ceiling panels in  

multiple shapes and sizes. Mix and 

match to explore new possibilities. 
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How To 
Specify • USAI + Armstrong coordinate end-to-end 

until fixtures and ceilings are installed

Ordering + Coordination
Specify fi xture part number. (All boxes must be fi lled in to correctly order)

HOW TO SPECIFY

USAI LIGHTING HEADQUARTERS

1126 River RoadNew Windsor, NY 12553
T: 845–565–8500  F: 845–561–1130

info@usailighting.com

USAI LIGHTING COLLABORATORY

13 Crosby StreetNew York, NY 10013845-234-4090showroom@usailighting.com

B3SDP

Classic White Light

Select one

HousingOptions

FT-MB
Flat housing for MetalWorks™ 

FTCT-MBFlat housing for Color Technologies in MetalWorks™ FTA-SBFlat adjustable housing for MetalWorks™ 
NC1-SBNew constructionAll-in-One housingfor MetalWorks™

Color Select Tunable White

Warm Glow Dimming

120V

347V

Lens
Options

S
Solite 
(provided standard)

SF
Solite 
Frosted

BF
Borosilicate Frosted

BeveLEDTrim Style

B3SDPMicroflange trimless for use withpre-cut MetalWorks™  panels by Armstrong®

WattageOptions

09X3
9W LED

15X3
15W LED

20X3
20W LED

LED ColorOptions

27KS
2700K, 80+ CRI27KH

2700K, 90+ CRI27KU
2700K, 95+ CRI  30KS

3000K, 80+ CRI30KH
3000K, 90+ CRI30KU

3000K, 95+ CRI35KS
3500K, 80+ CRI35KH

3500K, 90+ CRI35KU
3500K, 95+ CRI 40KS

4000K, 80+ CRI40KH
4000K, 90+ CRI40KU

4000K, 95+ CRI 

2722KS
2700K-2200K, 80+ CRI

2722KH
2700K-2200K, 90+ CRI

3022KS
3000K-2200K, 80+ CRI

3022KH
3000K-2200K, 90+ CRI

6022KS
6000K-2200K, Tunable White Light 80+ CRI

Dimming DriverOptions

For use with Universal
Voltage 120V - 277VNo Additional ChargeD22 

ERP 0-10V, 1% (2)D6E
EldoLED 0-10V, 1% (4)D6F 

EldoLED 0-10V, 1% (4) D4A 
Lutron ECO, 0.1% (1, 2, 4)

D4H 
Lutron H ECO, 1% Fade 
(1, 2, 3, 4)

D4P 
Lutron ECO, 1% (4)D6A 

EldoLED 0-10V, 0.1% (4) D6B  
EldoLED 0-10V, 0.1% (4) D7  

EldoLED DALI, 0.1% (4) D28
EldoLED DMX, 0.1%(3,4) 

For use with 120V onlyNo Additional ChargeD19 
Phase 2-wire, 1% (1, 2)D22 

ERP Phase 2-wire, 1% (2)
D3 
Lutron 2-wire, 1% (4, 5)For use with 347V onlyD15 

0-10V dim, 1% 347V only (1, 2, 3, 4)

15WG2
15W LED

20WG2
20W LED

12CS1 12W LED
18CS1
18W LED

Beam
Options

40
40º 
beam

55
55º 
beam

65
65º 
beam

45
45º 
beam 

55
55º 
beam 

65
65º 
beam

45
45º 
beam 

55
55º 
beam 

65
65º 
beam

Trim
Finish
Options

WL
Whitelume

GM
Gun Metal

SL
Silverlume

QW
Antimicrobial Paint, White

RAL
Custom Color 

Specify RAL #

VoltageOptions

UNV
120V-277V

EmergencyAccessories(Optional)*
EM
Emergency Battery (6)

EMW
Emergency Battery

Wet Location (6)

*Requires remote test switch and above ceilingaccess

Notes: 1 Not available for Warm Glow. 4 Not available with FT housing 6 Not available with 347V. NC1 housing only.

 
2 Not available for Color Select 5 Limited to 18W max when 

   Requires above ceiling access for service

 
3 Not available with 9W  

   used with FTCT housing  
 

 

 
 

    
     

 

 
 

 
 

 

© 2021. USAI, LLC. All rights reserved. 

All designs protected by copyright. Covered by US Patents: 8,581,520, 

8,456,109, 8,742,695, 9,671,091. Patents pending. 

USAI, BeveLED Mini, Classic White, Warm Glow Dimming 

and Color Select are registered trademarks of USAI, LLC.

Armstrong logo and MetalWorks™ are trademarks of 

AWI Licensing LLC and/or its affi liates. 

Grid
MountingType

UA2
Universal Grid Mount channel bar,extendable 16”-24” (provided standard)

UA4
Universal Grid Mount channel bar, extendable 30” - 48”

3” Square Downlight with Integral Driver

BeveLED Mini ® for MetalWorks™ - B3SDP-UA

AccessoriesSB
Standard Grid Mount Bracket,
5.5” tall (for use with all 
housings and ceiling panels)MB

Mid profi le Grid Mount Bracket,
4.25” tall (for use with FT and 
FTCT housings only)UA2

Universal Grid Mount channel 
bar, extendable 16”-24” UA4

Universal Grid Mount channel 
bar, extendable  30”-48”

Page 2

Page 1

3” Square Downlight

USAI LIGHTING HEADQUARTERS1126 River Road
New Windsor, NY 12553
T: 845–565–8500  F: 845–561–1130info@usailighting.com

USAI LIGHTING COLLABORATORY13 Crosby Street
New York, NY 10013
845-234-4090
showroom@usailighting.com

DOWNLIGHT PERFORMANCE DATA

Classic White
Warm Glow Dimming Color Select

LED COLOR CHOICES

 
9W 15W 20W 15W 20W 12W 18W

Source Lumens: 1175 1825 2475 1350 1800 925 1200
Lumens Per Watt: 105 105 101 71 69 66 59
Delivered Lumens: 950 1475 2025 1050 1425 800 1075
*Based on 3000K, 80+ CRI. Performance varies for each speci c beamspread and color temperature. See IES  les for exact values at usailighting.

DELIVERED*
PERFORMANCE:

Color Rendering Index:

Multiplier for Lumen 

CORRELATED COLOR TEMPERATURE 
MULTIPLIER

Classic White

2700K   3000K   3500K   4000K80+ 90+ 95+ 80+ 90+ 95+ 80+ 90+ 95+ 80+ 90+ 95+0.96 0.81 0.70 1.00 0.86 0.74 1.03 0.88 0.79 1.06 0.81 0.81

Color Rendering Index:

Multiplier for Lumen 

Warm Glow Dimming Color Select
2700K  3000K   2200K  2700K  3000K  3500K  4000K  5000K  6000K
80+ 90+ 80+ 90+  80+  80+  80+  80+  80+  80+  80+ 
1.00 0.78 1.00 0.83  0.92  0.97  1.00  1.03  1.05  1.10  1.13  

BeveLED Mini®  for MetalWorks™ - B3SDP-UA

© 2021. USAI, LLC. All rights reserved. All designs protected by copyright. Covered by US Patents: 8,581,520, 8,456,109, 8,742,695, 9,671,091. Patents pending. USAI, BeveLED Mini, Classic White, Warm Glow Dimming and Color Select are registered trademarks of USAI, LLC.Armstrong logo and MetalWorks™ are trademarks of AWI Licensing LLC and/or its affi liates. 
 

Shown with BeveLED Mini FT housing

Whitelume
Gun Metalusailighting.com/metalworks Silverlume

Introducing BeveLED Mini for MetalWorks - a trimless recessed lighting solution for 
metal ceiling panels. Perfectly centered fi xtures, perfectly cut panels - everytime.  
FEATURES
• Clean, minimal trimless appearance in metal ceiling panels.• No cutting. No mess. No mistakes. And less labor.• Proprietary tool-less mounting system.• Recessed lighting perfectly self-centers in pre-cut panels.• Seismically rated for D, E, and F areas.• USAI Lighting products must be used exclusively with pre-cut ceiling panels by    Armstrong Ceiling Solutions.

M
ETALW

ORKS
™

 – Standard

 
USAI® and BeveLED® are registered trademarks of USAI, LLC; LEED® is a registered  
trademark of the U.S. Green Building Council; Revit® is a registered trademark  
of Autodesk, Inc.; all other trademarks used herein are the property of  AWI Licensing LLC and/or its af�liates   © 2021 AWI Licensing LLC

TechLine / 1 877 276-7876armstrongceilings.com/downlighting 
BPCS-4788-521
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LIGHTING SOLUTIONS METALWORKS™ Clip-on
Center Cut Panels for Recessed Downlightingsmooth texture

KEY SELECTION ATTRIBUTES
•   Perfectly centered USAI® Lighting  �xtures for �ush �t visual

•   Time and labor savings solution -  downlight �xtures are fully adjustable  within the system so there is no  cutting, no mess, and no need to  remove panels
•   Entire system helps contribute  to healthier spaces, part of  CleanAssure™ portfolio

•   Clean, minimal trimless appearance  in durable, factory-cut metal panels
•   Pre-cut Clip-on downlight panels  available in FAST134 program

•   Pre-engineered and tested for �t and  �nish in all seismic areas
•   Center cut panels allow for perfectly  centered lights within the panel. For  offset factory-cut panels, contact  ASQuote@armstrongceilings.com.  Limitations or custom grid layout  are possible depending on  lighting layout.

Pre-cut durable, metal ceiling panels are designed to seamlessly  integrate with trimless downlights. Perfectly centered �xtures,  perfectly cut tiles - every time. 

   MetalWorks Clip-on 24" x 24" panels with USAI® Lighting BeveLED®  square trimless downlight for MetalWorks

COLORS   
Due to printing limitations, shade  may vary from actual product.

MetalWorks™ 

Whitelume 
(WHA)

Gun Metal
(MYA)

Silverlume 
(SIA)

M1
(Unperforated)

PERFORATION OPTIONS   (1:2 scale shown)

M16 
(Rd 1607)
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These colors are part of the Sustain™ portfolio

These perforations are part of the Sustain™ portfolio

VISUAL SELECTION

MetalWorks™ Clip-on Panel Item No.
Panel  
Description

USAI® Fixture Dimension (Nominal) Coordinating USAI® Fixture Family Coordinating USAI 
Fixture Part No.

USAI Grid Mounting Bars Item No.

METALWORKS™  
Clip-on
Butt Joint

7110_ _ _C03 _ _ _ 24" x 24" x 1" 3" Square Downlight BeveLED® Mini for MetalWorks™ B3SXP-UA UA2
7110_ _ _C04 _ _ _ 24" x 24" x 1" 4.5" Square Downlight BeveLED® 2.2 for MetalWorks B4SXP-UA UA2
7111_ _ _C03 _ _ _ 24" x 48" x 1" 3" Square Downlight BeveLED Mini for MetalWorks B3SXP-UA UA2 or UA4
7111_ _ _C04 _ _ _ 24" x 48" x 1" 4.5" Square Downlight BeveLED 2.2 for MetalWorks B4SXP-UA UA2 or UA4

Compatible with USAI® Lighting BeveLED® 2.2  and BeveLED® Mini MetalWorks �xture families.  

For detailed lighting information, contact  your local USAI® representative or visit  usailighting.com/metalworks  for more information.

LIGHTING FIXTURES

INSTALLATION DETAILS

USAI BeveLED forMetalWorks Fixture Housing

USAI Grid Mounting Bars Item UA2

USAI BeveLED Mini for MetalWorks – Item B3SXP-UA

MetalWorks Clip-on 24" x 24" Butt Joint Panel

1 2

DETAILS

1.  M1 panel with USAI® Lighting trimless BeveLED® square downlight
2.  M16 panel with USAI Lighting trimless BeveLED square downlight

FAST134 program items ready to ship from manufacturer in 4 weeks or less.  
Up-to-date lead times and product options (sizes and colors) at armstrongceilings.com/fast134.

NOTE:  Refer to lighting partner cut sheets for light location considerations. For Clip-on Downlight item numbers,  
add the perforation following the base item number, and then add the 3-digit �nish code. (ie: 7110 M 1 5 C 0 3 S I A)

Specification
• Business as usual
• Spec ceiling with Armstrong

+• Spec lighting 
with USAI

BeveLED® Product Details

BeveLED 2.2 
Downlight 
Whitelume 
M16

BeveLED 2.2 
Deep Regress 
Silverlume
M15

BeveLED 2.2 
Wall Wash  
Gun Metal
M1 Unperforated

BeveLED® 2.2 for MetalWorks™  
Ceiling Systems by Armstrong

MetalWorks Torsion  
Spring Shapes

Configure with the below shapes

Gasketed 
Square ₁⁵⁄₁₆”

Edge

Rectangle

Choose Side A
24”, 48”, 72”, 96”

24”

Hexagon

36”

30”

A

MetalWorks  
Clip-on

Size (width x length)
24” x 24”
24” x 48”

Square – Butt 
Reveal ₁⁵⁄₁₆”

Edge

MetalWorks  
Torsion Spring

Size (width x length)
24” x 24”
24” x 48”
24” x 72”
24” x 96”

Square ₁⁵⁄₁₆”

Edge

Perforation

M1  
Unperforated

M21

PerforationPerforation

M1  
Unperforated

M16M15 M1  
Unperforated

M16M15

BeveLED Mini® for MetalWorks™  
Ceiling Systems by Armstrong

BeveLED Mini 
Downlight  
Whitelume 
M15

BeveLED Mini  
Adjustable  
Silverlume  
M1 Unperforated

BeveLED Mini 
Wall Wash 
Gun Metal
M16

MetalWorksTM Ceilings Product Details

USAI Finishes 
(Coordinates with MetalWorks Ceilings Standard Finishes)

 Whitelume    Gun Metal    Silverlume

Features

4.5” Square

Downlight, Deep Regress, Adjustable, Wall Wash

775 to 3450 Delivered Lumens

Features
3” Square

Downlight, Deep Regress, Adjustable, Wall Wash

775 to 2025 Delivered Lumens

USAI Finishes 
(Coordinates with MetalWorks Ceilings Standard Finishes)

 Whitelume    Gun Metal    Silverlume

Color Select®

Warm Glow® Dimming

Infinite Color+®

Classic White®

USAI Color Technologies

Color Select®

Warm Glow® Dimming

Infinite Color+®

Classic White®

USAI Color Technologies



© 2021. USAI, LLC. All rights reserved. USAI, BeveLED, 
BeveLED Mini, Classic White, Warm Glow, Color Select 

and Infinite Color+ are registered trademarks of USAI, LLC. 
All designs protected by copyright. Covered by US Patents. 

Patents pending. Armstrong®, the Armstrong logo, and 
MetalWorks™ are trademarks of AWI Licensing LLC. CA-109

USAI LIGHTING HEADQUARTERS
1126 River Road
New Windsor, NY 12553
T: 845–565–8500  
info@usailighting.com

USAI LIGHTING COLLABORATORY
13 Crosby Street
New York, NY 10013
845-234-4090
showroom@usailighting.com

CALL, EMAIL, OR VISIT USAILIGHTING.COM TO LEARN MORE
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